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Fabric image retrieval algorithm based on fractal coding and Zernike
moment under the wavelet transform
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Abstract: A fabric image retrieval algorithm based on fractal coding and Zernike moments under a wavelet

transform is proposed, which can quickly and accurately retrieve images from a database that are similar to

fabric images submitted for  retrieval.  Firstly,  the low-frequency component  is  obtained by a wavelet   trans-

form,  and  the  transformed  low-frequency  sub-image  is  fractally  encoded  to  obtain  its  coding  parameters.

Then, the Zernike moment of the low-frequency sub-image is calculated. The fractal coding parameters and

Zernike moment under a wavelet transform are combined as the fabric image retrieval characteristic. The al-

gorithm overcomes the problems of low retrieval accuracy and the high time consumption of direct feature

extraction under a single feature. Compared with the Basic Fractal Image Compression (BFIC) algorithm, the

joint orthogonal fractal parameters with the improved Hu invariant moment and Variable bandwidth Kernel

density  estimation  of  Fractal  parameters  (HVKF)  algorithm  and  the  Sparse  Fractal  Image  Compression

(SFIC) algorithm, the proposed algorithm ensures the quality and lower encoding time of the reconstructed

image. The experiments show that the average precision and average recall of fabric image retrieval are high-

er than those of existing methods.
Key words: fabric image retrieval; wavelet transform; fractal coding; Zernike moment

小波变换下基于分形编码和 Zernike 矩的
织物图像检索算法

张　琴*，曹一青
（莆田学院 机电与信息工程学院, 福建 莆田 351100）

摘要：为帮助纺织企业的工作人员快速、准确地从数据库中检索出与织物图像相同或相似的图像，提出了一种小波变换

下基于分形编码和 Zernike 矩的织物图像检索算法。首先，利用小波变换获得低频分量，对变换后的低频子图进行分形

编码，得到编码参数。然后，计算低频子图像的 Zernike 矩。将小波变换下的分形编码参数和 Zernike 矩相结合作为织物
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图像检索的特征量。相比于单特征检索方法，该算法克服了精度低、耗时长的问题。与基本分形算法 (BFIC)、联合正交

分形参数和改进的 Hu 不变矩算法 (HVKF) 以及稀疏分形图像压缩算法 (SFIC) 相比，该算法确保了重建图像的质量和

较低的编码时间。实验结果表明，织物图像检索的平均精度和平均召回率均高于现有的检索方法。

关    键    词：织物图像检索；小波变换；分形编码；Zernike 矩
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1    Introduction

In the  textile  industry,  the  retrieval  and classi-
fication of  fabric  images  are  still  completed  manu-
ally,  which  is  highly  subjective  and  high  in  cost.
Moreover, manual  search  methods  cannot   effi-
ciently  and  accurately  retrieve  the  same  or  similar
fabric  images[1-2].  Therefore,  this  paper  intends  to
implement a fast and accurate fabric image retrieval
algorithm.

Many researchers have studied fabric image re-
trieval[3-5]. Content-based  fabric  image  feature   de-
scriptions used in image retrieval are mainly as fol-
lows:  Discrete  Cosine  Transform  (DCT)[6-7],  color
moments[8],  gray level  co-occurrence  matrix[9], Loc-
al Binary Patterns (LBP)[10], etc.

Single image  features  cannot  accurately   de-
scribe all  the  information  of  fabric  images  for   re-
trieval  and  the  results  in  low  retrieval  accuracy.
Jamil et al. combined regional growth and edge de-
tection segmentation  methods  to  segment  the   geo-
metric patterns in fabric images[11].  Fu et al.[12] used
the K-means  algorithm  combined  with  color   histo-
grams  to  identify  and  extract  clothing  contours,
which is  simple and effective but  sensitive to noise
and outliers.  Fabric  images  are  complex.  Consider-
ing the complexity and the problems caused by im-
proper photography,  which  bring  challenges  to   im-
age  retrieval.  Zernike  moments[13-14]  are  suitable  for
feature  extraction  in  fabric  image  retrieval  due  to
their  advantages  in  image rotation invariance,  scale
and  translation  invariance,  and  noise  sensitivity.
However,  the  calculation  of  Zernike  moments  is
complex  and  the  higher-order  moments  are  more
sensitive  to  noise.  Therefore,  we  introduce  wavelet
transform[15-16]  to  effectively  change  the  distribution

1=4

of image energy without  damaging the original   im-
age  information.  After  transformation,  one  low-fre-
quency component  and  three  high-frequency   com-
ponents can  be  obtained.  The  low-frequency   com-
ponent  contains  most  of  the  information  while  the
high-frequency  components  are  redundant  noise.
Taking the low-frequency component as the subim-
age, the subimage size becomes only   of the ori-
ginal image, which reduces the computational com-
plexity  of  the  Zernike  moment  feature  extraction
process.

In order to ensure the accuracy of retrieval, it is
not enough to only extract Zernike moments under a
wavelet transform as the feature of fabric image re-
trieval. Considering the  self-similarity  in  fabric   im-
ages, fractal coding[17-18] is suitable for its high com-
pression  ratio  but  its  computation  requirements  are
high  and  the  encoding  and  decoding  processes  are
time consuming. The wavelet transform has smooth-
ness, which  can  improve  the  quality  of  the   recon-
structed image  effectively.  After  the  image  is   de-
composed by a multi-level wavelet, the wavelet sub-
images with different resolutions in the same direc-
tion have obvious similarities, which can be used in
fractal image compression. This can shorten the en-
coding and decoding time and improves the quality
of decoded images. Therefore, fractal coding is per-
formed  on  the  wavelet-transformed  low  frequency
sub-image to obtain retrieval features.

According to  the  advantages  and   disadvant-
ages of Zernike moments and the fractal coding ana-
lyzed  above[19-21],  a  fabric  image  retrieval  algorithm
based on fractal coding and Zernike moments under
a  wavelet  transform  is  proposed.  Firstly,  the  low-
frequency  sub-images  are  obtained  by  the  wavelet
transform of the query image,  and the coding para-
meters  are  obtained  by  fractal  encoding.  Then,  the
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Zernike  moments  of  the  low-frequency  sub-images
are calculated.  We  combine  them  as  retrieval   fea-
tures. The  experimental  results  show  that  the   pro-
posed algorithm  has  certain  advantages  in   improv-
ing  the  accuracy  and  speed  of  image  retrieval.

The  rest  of  this  paper  is  organized  as  follows.
In Section 2, we introduce the extraction process of
fractal coding and Zernike moments  under  a  wave-
let  transform. The proposed method and its  process
are also presented in this section.  The experimental
results  that  verify  the  accuracy  and speed of  image
retrieval are presented in Section 3. Finally, we con-
clude the paper in Section 4. 

2    Methods
 

2.1    Extraction of fractal parameters under a wave-
let transform

f (t) 2 L2 (R)

 a;b (t)  (t)

W f (a;b)

For   , the continuous wavelet func-
tion is defined as   ,   is the mother wavelet,
and  the  continuous  wavelet  transform    is
defined as:

W f (a;b) =
w 1

�1
f (t) �

a;b(t)dt =

1
p

a

w 1

�1
f (t) �

 
t � b

a

!
dt ;

 �
a;b(t)  a;b(t)

a > 0 b t

where    is  a  complex  conjugate  of    ,
 , and   and   are both continuous variables.

[a j+1;D1
j+1;D

2
j+1;

D3
j+1] a j+1

D1
j+1 D2

j+1 D3
j+1

We  perform  the  2D  wavelet  transform  on  the
images  by  filtering  twice  on  two  dimensions,  and
obtain  four  sets  of  coefficients 

,  where    is  the  low-frequency  component,

 ,   and   represent the horizontal, vertic-

al  and  diagonal  components  respectively.  The  fast
decomposition algorithm of the wavelet transform is
as follows:

a j+1(m;n) =
X

l2

D1
j+1(m;n) =

X

l2Z

X

k2Z

hl�2mgk�2na j(l;k) ;

D2
j+1(m;n) =

X

l2Z

X

k2Z

gl�2mhk�2na j(l;k) ;

D3
j+1(m;n) =

X

l2

j;m;n 2 h gwhere    ,    is the scale coefficient and   is
the wavelet coefficient.

The experiment uses 3 000 fabric images with a
size of 512×512 from a clothing design company as
the test  images.  The extraction steps of fractal  cod-
ing under a wavelet transform are as follows:

(1) The  two-layer  wavelet  transform  is   per-
formed on  the  fabric  images.  Firstly,  four  compon-
ents with a size of 256×256 are obtained through the
first-layer wavelet transform, which are the low-fre-
quency component  and high-frequency components
in  horizontal,  vertical,  and  diagonal  directions.
Then,  we  perform  the  two-layer  wavelet  transform
on  the  low-frequency  components  and  also  obtain
one  low-frequency  component  and  three  high-fre-
quency components with a size of 128×128. Fractal
encoding is  performed  on  the  low-frequency   com-
ponent to obtain the encoding parameters for image
retrieval, which  reduces  the  calculation   require-
ments in the image retrieval process.

Ri

Di

(2) The  low-frequency  sub-image  is   segmen-
ted  into  non-overlapping  blocks  with  a  size  of  4×4
called range blocks (   blocks) and overlapping do-
main blocks with a size of 8×8 (   blocks).

q( j) ( j = 1;2; � � � ;8)

Dq( j)
i

q( j)

(3)  Isometric  transforms 
are applied to the domain blocks recorded as    .

 is shown in Table 1.
Dq( j)

iAfter  the  j-th  isometric  transform,    is  de-
 

Tab. 1    Isometric transform

j q( j)

1 Identity transformation

2 symmetry of the X axis

3 symmetry of the Y axis

4 Rotate 180 degrees

5 y = �x

6 y = x

7 Rotate 90 degrees counterclockwise

8 Rotate 270 degrees counterclockwise
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q
i (D

q( j)
i )

Dq( j)
i

noted  as    . The  optimal  affine   transforma-

tion of   is defined as:

Li(Dq( j)
i ) = si
q

i (D
q( j)
i )+ oiU :

Li(Dq( j)
i )

Ri

The  minimum  mean  square  error  of 

and   can be expressed as:

min
j;q

�
min

s;o2R;jsj<1




Ri � (siDq( j)
i + oiU)




2
�

;

U
k k Ri

si

oi

where    is  a  matrix  whose  elements  are  all  ones
and “ ”   is  the  2-norm.  For  each   block,  calcu-
late  the  contrast  of  scaling  parameter    and  the
brightness  adjustment  parameter    by  minimizing
Eq.(7).

Ri � siDq( j)
i + oiU

si oi

(4) According to Eq.(7),   , we

differentiate   and   separately to get the following
parameters:

si =

D
Ri � R̄iU;Dq( j)

i � D̄q( j)
i U

E




Dq( j)
i � D̄q( j)

i U



2 ;

oi = R̄i � siD̄q( j)
i ;

si R̄i

Ri q( j)

where    is  the contrast  scaling parameter,    is  the
mean  of  range  block    and    is  the  isometric
transform. They are all fractal parameters.

Since  each  block  is  determined  iteratively  by
Eq.(10) during image decoding,

Rk
i = si �
q

i (D
k�1
i )+ oi �U; D0

i = Dq( j)
i :

The  combination  of  Eq.(8)  and  Eq.(10)  gives
the following formula:

Rk
i = si(
q

i (D
k�1
i )�
q

i (D
q( j)
i ) �U)+ Ri �U; D0

i = Dq( j)
i :


q
i (D

q( j)
i ) 
q

i (Dk�1
i )

Dk�1
i Di

Dq( j)
i

Di Dk�1
i

n
si;Ri; i;q( j)

o

  is replaced by    ,  as shown in

Eq.(11)  where    represents  the  mean  of  the 
blocks  at  the  k-1  iteration  and    represents  the

isometric transformed   .   will change in the it-
erative  process,  thus  accelerating  the  convergence
rate.  Therefore,  the  new  fractal  parameters  are:

 .

(5)  We  calculate  the  histograms  of  the  fractal
parameters under  wavelet  transform  which  can   ef-
fectively capture the statistical characteristic of fab-

ric images.
It  is  not  enough  to  just  use  fractal  parameters

under  a  wavelet  transform  as  retrieval  features.  As
we know, Zernike moments have advantages that in-
clude image  rotation  invariance,  scale  and   transla-
tion invariance, and low noise sensitivity, and these
can be used in fabric image retrieval. 

2.2    Extraction of Zernike moments under a wave-
let transform

f (x;y)

Zernike moments were proposed by Teague in
1980[22]  which  has  rotationally  invariant[23].  The
Zernike moment of an image   is defined as:

Znm =
n+1

n � jmj
n f (�;�) f (x;y)

� =
p

x2 + y2 � = arctan(y=x)

x > �1;y < 1

where j is an imaginary unit, n is a non-negative in-
teger,  and  m  is  a  non-zero  integer.    is  even
and    .    is  the function of    in po-
lar  coordinates.  ，   ， and

.
Znm

Cnm S nm

We  know  that  Zernike  moment    is a   com-
plex number according to Eq.(12). The real and ima-
ginary parts are   and   .

Cnm =
2n+2

Snm =
2n + 2

f (x;y) N � N Cnm

S nm

For  a  digital  image   of  size    , 
and   are  converted  into  polar  coordinates  in  the
unit circle and discretized as:

Cnm =
2n+2

N2

N=2X

r=1

Rnm(2r=N)
8rX

�=1

cos

Snm = �
2n +2

N2

N=2X

r=1

Rnm(2r=N)
8rX

�=1

sin

r = max(jxj ; jyj) r = jyj � = 2y �
xy
r

r = jxj � =
2(r � x)y

jyj
+

xy
r

� = 2r=N;

where    when  , 

when  ,  and  , 
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� =  .
Therefore,  the calculation of Zernike moments

under a wavelet transform is as follows :
(1)  A  two-layer  wavelet  transform  is  perfor-

med  on  the  512×512  fabric  images,  and  the
128×128 low-frequency  component  is  obtained  as
the sub-images. Then, the Zernike moments are cal-

culated.

r �(2) The ranges of   and   are calculated.
Cnm S nm jZnmj(3)   and   are calculated followed by  . 

2.3    Fabric image retrieval algorithm
There are 3 000 512×512 fabric  images from a

clothing design company as the test images. Images
in Figure 1 are some of them.

  

(a) Trellis (b) Flower1 (c) Cluster (d) Stripes1

(e) Leaves (f) Stripes2 (g) Flower2 (h) Rhombus

(i) flame (j) diamond (k) curve (l) dots

(m) wave (n) scroll (o) Twill1 (p) circle1 
Fig. 1    Part of the fabric images

 

We  take  Flower1 in  Fig.1  as  a  sample  for  the
experiment.  Flower1 is  transformed  by  a  two-layer
wavelet  transform.  After  the  first  layer  wavelet
transform,  four  components  are  obtained.  The  low
frequency  component  is  approximately  coefficient
ca1 and the  high  frequency  components  are   hori-
zontal  component  chd1,  vertical  component
cvd1 and diagonal component cdd1. Then, the low-
frequency component ca1 is further decomposed in-

to low-frequency  components:  approximate   coeffi-
cient ca2, the horizontal component chd2, the vertic-
al  component  cvd2,  and  the  diagonal  component
cdd2.  The  experimental  results  are  shown  in Fig.2.
After two-level wavelet decomposition, the approx-
imate coefficient ca2 is similar to the original image
but its high frequency component can be regarded as
noise.

Fractal  coding  is  performed  on  the  wavelet-
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transformed low-frequency  component  ca2  to  obta-
in retrieval features. Fractal coding parameters of all
the   and   blocks are obtained as   ,   and   .
We verify the image quality of fractal decoding un-
der  different  iterations.  Peak  Signal-to-Noise  Ratio
(PSNR)[24] and Structural Similarity Index Measure-
ment (SSIM)[25] are applied to measure the quality of
the decoded images. PSNR is defined as:

PS NR = 10lg

0
BBBBBBBBBBBBBBBBBBBB@

2552

1
N2

MX

i=1

NX

j=1

(xi j � yi j)2

1
CCCCCCCCCCCCCCCCCCCCA

;

N
xi j yi j

where   is the side length of the low-frequency sub-
images,   and   represent the pixel values on the
coordinates  of  the  low-frequency  sub-images  and
fractal decoded  images  respectively.  SSIM   evalu-
ates an image quality in terms of its brightness, con-
trast and structure. We define:

l(x;y) =
2�x�y

�2
x +�2

y

c(x;y) =
2�x�y

�2
x +�2

y

s(x;y) =
�xy

�x�y
;

x y
�x

�y �x �y

l(x;y) c(x;y) s(x;y)

where   and   represent the low-frequency sub-im-
ages  and  fractal  decoded  images,  respectively;    ,

  and    ,    represent  the  luminance  mean  and
standard  deviation  in  the  x  and  y  directions;  and

  ,    ,  and    represent image   bright-
ness,  contrast  and  structure  comparison  functions,
respectively. SSIM is defined as:

S S IM = l(x;y) � c(x;y) � s(x;y) =
2�x�y2�xy

(�2
x +�2

y)(�2
x +�2

y)
:

We  can  use  PSNR  and  SSIM  to  objectively
evaluate  image  quality.  The  greater  the  value,  the
better the image quality.

VF = fFv1;Fv2; � � � ;Fvng
UF = fFu1;Fu2; � � � ;Fung

VZ = fZv1;Zv2; � � � ;Zvng
UZ = fZu1;Zu2; � � � ;Zung

Due to the self-similarity of fabric images, fra-
ctal coding under a wavelet transform not only has a
higher  compression  ratio,  but  it  also  can  greatly
shorten  the  coding  time.  Therefore,  we  propose  a
fabric  image  retrieval  algorithm  based  on  fractal
coding and Zernike moments under a wavelet trans-
form. Fractal coding under a wavelet transform of a
query  image  and  the  other  images  in  the  database
are  expressed  as    and

  ,  respectively,  and  the
Zernike  moments  under  a  wavelet  transform  of  a
query  image  and  the  other  images  in  the  database
are  expressed  as    and

  ,  respectively.  In  this  paper,
Manhattan distance[26,27] is chosen to calculate simil-
arity and is defined as:

d(VF ;UF) =
nX

i=1

jFvi � Fuij ;

d(VZ ;UZ) =
nX

i=1

jZvi �Zuij ;

d(VF ;UF)

d(VZ ;UZ)

where    is  the  difference  between  fractal
parameters under a wavelet transform of a query im-
age and the other images in the database. 
is the difference of Zernike moments under a wave-
let  transform.  Then  the  total  similarity  distance  is
defined as:

D = �1d(VF ;UF) +�2d(VZ ;UZ) ;

�1 �2 0 < �1 < 1 0 < �2 < 1
�1 +�2 = 1

where   and   are  weights,    , 
and   .

 

(a) (b) (c) (d) 
Fig. 2    Results  of  two-layer  wavelet  transform： (a)  approximate  coefficient  ca2;  (b)  horizontal  component  chd2;  (c)  vertical

component cvd; (d) diagonal component cdd2
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The obtained distances are sorted in ascending

order. Precision and recall[28] are used to evaluate the

retrieval  performance,  as  defined  in  Eq.(23)  and

Eq.(24).

Precision =
r

r + M
;

Recall =
r

r + P
;

r

r + M r + P

where   refers to the relevant retrieved images, and

 and    are  the  total  retrieved  and  relevant

images, respectively. Precision refers to the ratio of

the  relevant  retrieved  images  to  the  total  retrieved

images. Recall refers to the ratio of the relevant re-

trieved images to the total relevant images. A preci-

sion-recall  (P-R)  curve  is  usually  used  to  represent

the retrieval performance. 

3    Experiments and analysis

We  use  3 000  fabric  images  with  a  size  of

512×512 from a clothing design company as the ex-

perimental  images.  All  experiments  are  carried  out

by  MATLAB  R2020a  simulation  software  on  a

3.60 GHz computer with 16GB of RAM. We com-

pare  the  proposed  algorithm  (FZW)  with  the  Basic

Fractal Image Compression (BFIC) and the joint or-

thogonal  fractal  parameters  with  the  improved  Hu

invariant  moment  and  Variable  bandwidth  Kernel

density  estimation of  Fractal  parameters  (HVKF)[29]

and the  Sparse  Fractal  Image  Compression   al-

gorithm (SFIC)[30].

We  compare  the  average  PSNR  of  3 000 im-

ages  with  four  different  methods.  The  experiment

results in Table 2 show that the proposed algorithm

(FZW) works better than the others.

  
Tab. 2   Average  PSNR of 3 000 images with  four  differ-

ent methods

Method BFIC HVKF SFIC FZW

PSNR/dB 28.26 31.47 36.38 37.21

 

Fig.3  presents  some  decoding  images  under

different algorithms.  It  can  be  seen  that  the   recon-

structed  images  under  the  BFIC  algorithm  has  a

block  effect.  Image  quality  is  improved  under  the

HVKF algorithm  but  the  reconstructed  images   un-

der the SFIC algorithm and the proposed algorithm

look almost the same as the original images.

As seen in Table 3, the decoding image quality

and  encoding  speed  under  the  proposed  algorithm

are significantly improved compared with the BFIC

and  HVKF  algorithms.  Meanwhile,  compared  with

the SFIC  algorithm,  the  PSNR  of  its  decoded   im-

ages  is  better  except  that  of  Trellis  and  Flower2,

which  is  slightly  lower.  Furthermore,  the  encoding

time  is  reduced  by  about  half  and  the  SSIM  of  an

image  and  the  reconstructed  image  are  improved.

The results were consistent with the subjective sens-

ory evaluation of human eyes.

  

(a) Flower 1 and its reconstructed results

(b) Stripes 2 and its reconstructed results

(c) Rhombus and its reconstructed results

(d) Diamond and its reconstructed results

(e) Circle 1 and its reconstructed results
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(a) Flower 1 and its reconstructed results

(b) Stripes 2 and its reconstructed results

(c) Rhombus and its reconstructed results

(d) Diamond and its reconstructed results

(e) Circle 1 and its reconstructed results 
Fig. 3    Decoding images under different algorithms (from left to right are original image, BFIC, HVKF, SFIC and FZW res-

ults)

  
Tab. 3   Comparison of decoding image quality and encoding time under different algorithms

Images
BFIC HVKF SFIC FZW

PSNR/dB Time/s SSIM PSNR/dB Time/s SSIM PSNR/dB Time/s SSIM PSNR/dB Time/s SSIM

Trellis 28.44 727.81 0.805 32.72 165.37 0.852 37.86 65.76 0.938 35.89 43.67 0.921

Flower1 27.72 748.32 0.742 31.85 148.88 0.823 38.53 83.63 0.955 38.82 43.85 0.978

Cluster 29.01 733.70 0.846 30.46 160.53 0.869 35.48 90.08 0.937 36.30 38.23 0.945

Stripes1 28.56 742.24 0.784 30.80 156.60 0.858 36.06 82.34 0.943 36.71 38.13 0.960

Leaves 28.99 736.59 0.808 33.54 163.47 0.889 37.25 71.09 0.946 37.57 42.97 0.966

Stripes2 29.12 740.68 0.812 29.23 163.26 0.856 37.93 87.72 0.933 38.15 44.28 0.974

Flower2 28.70 728.76 0.774 30.53 155.04 0.842 38.22 73.51 0.986 37.64 38.11 0.982

Rhombus 27.85 730.05 0.692 30.07 163.77 0.870 33.10 82.55 0.969 35.21 42.93 0.983

Flame 28.13 757.90 0.802 31.07 169.90 0.858 36.37 80.61 0.944 37.29 47.57 0.975

Diamond 27.32 724.81 0.769 30.32 166.23 0.810 34.75 78.85 0.926 38.43 51.52 0.979

Curve 28.66 675.55 0.807 32.45 147.96 0.871 36.18 63.48 0.932 37.06 35.92 0.968

Dots 29.57 701.53 0.821 32.76 158.03 0.864 36.92 78.80 0.939 38.28 37.69 0.986

Wave 28.29 681.63 0.794 30.97 150.54 0.806 37.15 76.05 0.945 37.18 38.50 0.964

Scroll 27.73 717.84 0.654 29.60 161.86 0.797 35.10 79.37 0.899 36.99 38.03 0.943

Twill1 29.54 727.54 0.811 31.55 163.43 0.853 37.22 75.91 0.938 37.61 39.44 0.955

Circle1 27.94 720.09 0.763 31.89 159.87 0.847 34.88 73.00 0.917 37.26 40.16 0.967
 

We can see in Fig.4 (color online) that the im-

age  decoding  quality  under  the  proposed  algorithm

is higher.  The  experimental  results  above   demon-

strate that the proposed algorithm can obtain higher
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decoded  image  quality  with  a  higher  encoding
speed,  which  is  an  effective  algorithm  that  can  be
used for image retrieval.

3000� 4

To prove the superiority of the proposed meth-
od, we select other fabric image retrieval algorithms
for experimental comparison, including the BFIC al-
gorithm,  the  HVKF algorithm and  the  algorithm in
[31]  literature.  In  order  to  ensure  fairness  in  the
comparisons,  all  the  algorithms  are  performed  on
the  same  fabric  images  and  Manhattan  distance  is
used to calculate the similarity. Each fabric image is
used as a query image, and the precision rate and re-
call rate  are  calculated.  We  also  compare  and   ana-
lyze the  experimental  results  under  the  four   al-
gorithms so that a total number of   retriev-
als are carried out. For each algorithm, average pre-
cision and average recall are calculated respectively.
The P-R curve is shown in Figure 5.

As  exhibited  in  Fig.5, the  retrieval   perform-
ance of  the  proposed  fabric  image  retrieval   al-
gorithm based  on  fractal  coding  and  Zernike   mo-

ments  under  a  wavelet  transform  is  better  than  the
other algorithms. Fractal parameters are the only re-
trieval feature used in the BFIC algorithm so the re-
trieval  performance  is  not  good,  and  the  matching
process between domain blocks and range blocks is
time-consuming  so  the  retrieval  efficiency  is  low.
The  retrieval  performance  of  HVKF  and  literature
[31] are  close.  Compared  with  Hu  invariant   mo-
ments, Zernike moments have the advantages of im-
age rotation invariance, scale and translation invari-
ance,  and  low  noise  sensitivity  so  they  are  more
suitable for fabric image retrieval. However, literat-
ure  [31]  only  uses  texture  features  as  the  retrieval
features which results in low retrieval accuracy. The
comparison results indicate that the proposed meth-
od is superior for fabric image retrieval. 

4    Conclusion

Aiming  at  the  problems  of  low  accuracy  and
low efficiency in fabric image retrieval, an image re-
trieval  algorithm  based  on  fractal  coding  and
Zernike moments under a wavelet transform is pro-
posed  in  this  paper  to  improve  retrieval  efficiency
and accuracy. Experimental results show that the av-
erage precision  and  average  recall  are  greatly   im-
proved. Based on the above experiments and analys-
is, it is concluded that the retrieval accuracy and re-
trieval efficiency of the proposed algorithm are both
high, and  that  it  performs  better  than  other   al-
gorithms.  Meanwhile,  this  image  retrieval  algori-
thm can help workers in a factory retrieve the same
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or similar fabric images accurately and quickly, sav- ing significant labor resources.
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